
Little Elm Fire Department 
Fire Marshal’s Office 

 
Local Design Requirments by Permit Type   
 

100 West Eldorado    214‐975‐0424 

 

FIRE ALARM 

Fire alarm systems are required to be designed in accordance with NFPA 72 and are to be installed where 
required by IFC 2006 and local amendments. 

• Fire alarm must be audible from ALL POINTS in the building; additional devices maybe required at time 
of test/inspection. 

• Fire alarms must be visible in all accessible public and common areas, lobbies, corridors, hallways, 
bathrooms, apartment bedrooms and common area, and hotel guest rooms. 

• Alarm must sound in three‐pulse temporal pattern. 

• Duct detectors shall sound as supervisory signal only 

• Fire alarm panel must be supplied with a secondary transient surge suppressor on the incoming power 
line (in addition to any suppressor built in to the panel.) 

• All systems shall be Class “A” wired with a minimum of six feet separation between supply and return 
loops.   

o IDC – Class “A” Style “D” 
o SCL – Class “A” Style “6” 
o Notification – Class “B” Style “X” 

• Weatherproof horn strobe is required outside in the direct vicinity of the FDC and visible from the fire 
lane. 

• A remote annunciator is required at the main entrance or at the riser when the alarm panel is located in 
an area other than the main entrance of a building or in the riser room. The annunciator shall have a 
sign posted identifying the location of the main FACP.  “FACP located in ___________” Letters shall be 
white on a red background. 

• A zone map shall be place at the annunciator and/or FACP. 
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CENTRAL STATION MONITORING (Waterflow Monitoring System) 

• Internal Horns / Strobes only when provided through out facility 

• Plans Shall Provide: 
o Dialer Specifications 
o Service Type (UL listed Central Station Monitoring Company is required) 
o Phone service Type 
o Runner Service (where required) 
o Battery back‐up for 24 hours 

• Signals shall be sent for: 
o Sprinklers: 

 Tamper 
 Water Flow 
 Supervisory 
 General 

o With Fire Pump; 
 Notify Fire Department on the following indicators 

• Water Flow  

• Pump Running 
 Notify Property Owner/Manager on the following indicators 

• Tamper 

• Supervisory 

• Phase Reversal 

• Power Loss 

UNDERGROUND FIRE MAIN 

• Fire department will permit and inspect the main from tap/valve to the building. 

• Provide a minimum of 10 feet of separation between fire sprinkler line and all other utilities 

• Provide a minimum of 2 feet of vertical clearance when crossing other utilities 

• Rods and nuts shall be stainless steel 

• If PVC is used, class 200 at a minimum will be used for any main size 

• Thrust blocks shall be provided in accordance to NFPA 24 

• Underground embedment shall be No. 4 crushed stone. 

• 8” minimum main size required 
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ACCESS CONTROL SYSTEMS 

Doors in the means of egress shall be permitted to be equipped with an approved entrance and egress access 
control system provided that it complies with NFPA and IFC requirements, including but not limited to: 

• A sensor is provided on the egress side arranged to detect an occupant approaching the doors and the 
doors are arranged to unlock upon detection of approaching occupant or los of power to the sensor; 
and, 

• Loss of power to that part of the access control system that locks the doors automatically unlocks the 
doors; and, 

• The doors are arranged to unlock from a manual release device located 40 inches to 48 inches vertically 
above the floor and within 5 feet of the secured doors.  The manual release shall be readily accessible 
and clearly identified by a sign that reads” PUSH TO EXIT”.  A touch sensor panic hardware device may 
be used in lieu of the manual release button. 

• When operated, the manual release device shall result in direct interruption of power to the lock – 
independent of the access control system electronics – and the doors shall remain unlocked for at least 
30 seconds; and, 

• Activation of the building fire sprinkler or fire detection system, if provided, automatically unlocks the 
doors and the doors remain unlocked until the fire protective signaling system has been manually reset. 

• A 4400 Knox Box shall be provided on all buildings having an Magnetic Access Control System and shall 
be provided with a Knox Toggle switch that when activated will disconnect the entire buildings access 
control system. 

EXHAUST HOOD FIRE SUPRESSION SYSTEM 

Hood systems shall be designed and installed in accordance with the appropriate NFPA standard. 

• All hood systems shall be UL300 Listed 

• Class K extinguisher and appropriate signage mist be supplied and mounted in the path of egress. 

• If a fire alarm is present in the building, the hood system shall interface with the alarm 

• Rubber nozzle caps shall not be used below the filter level.  Metal or foil caps are the only acceptable 
covers. 

• Domestic Ranges when used for Commercial Purposes shall be provided with a Type I hood and 
therefore shall be covered by an exhaust hood fire suppression system (IFC 609). 

 

Little Elm, Texas 75068‐5060    214‐975‐0776 (Fax) 
5/12/2008 

Local Design Requirements 
Page 3 of 6 



Little Elm Fire Department 
Fire Marshal’s Office 

 
Local Design Requirments by Permit Type   
 

100 West Eldorado    214‐975‐0424 

 

FIRE SUPPRESSION EXTINGUISHING SYSTEMS (SPRINKLERS) 

**SEE ‘Fire Department Connection Requirements’ for specific rules for FDCs. 

• All inspectors’ test, ball‐drips, and main‐drains shall be piped directly to the outside of the building. 

• At least one inspectors’ test per riser/floor shall be located at the remote area. 

• Reduced Pressure Zone valves shall be used on antifreeze systems 

• Riser shall be located in heated areas.  Riser‐room electric heater shall be hard wired. 

• The riser room shall be large enough to facilitate maintenance and testing of the sprinkler system. 

• Elevator shaft tops shall not be sprinkled.  

• Each floor shall be equipped with a control valve and waterflow switch. 

• Porches and balconies shall be sprinkled on all R‐1 occupancies requiring sprinkler protection. 

• Drip Drums shall be in heated areas. 

• Dry‐system air compressors shall be hard wired 

• A high and low‐pressure alarm is required for all dry system. (10‐psi/50‐psi) 

• Pre‐action system solenoids shall be wired for alarm activation upon current loss. 

• Provide a 1‐inch (minimum) water meter for single family residential systems. 

• Hose valves shall be 2.5 inch with a 1.5 reducer cap and chain. 

• Atriums shall have water curtains. 

• Pressure‐reducing valves shall have a 3 inch pipe to drain directly to the outside. 

• Fire pumps shall be equipped with a properly sized test header. 

• Back‐flow protection is required and shall meet Town of Little Elm requirements 

• High‐piled Storage 
o Under 12,000 sqft 

 Rack plans are required prior to sprinkler plan approval. 
o Over 12,000 sqft 

 Rack plans are required prior to sprinkler plan approval 
 Smoke and heat vents shall be shown as an overlay to the sprinkler plans 
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REMOTE FIRE DEPARTMENT CONNECTION 

• All FDCs shall be remote from the building and placed adjacent to the fire lane 

• FDCs shall be located at a maximum of 100 feet from a fire hydrant 

• FDC shall not be placed where obstructed by parking spaces, landscaping or building components. 

• FDCs shall be 5” Stortz connections. 

• Fire Department connections serving more than 500 GPM shall be provided with one 5” Storz 
Connection and one 2‐2.5 Siamese connection 

• See Remote FDC Detail 

 
FIRE PUMPS 

• Pump controllers must be set for manual shut down only, NO TIMERS 

• Hoses are not allowed to be used during pump test 

• All hose valves on test header must be utilized during pump test 

• Fire Pumps shall provide the following signals to the alarm panel 
o Water flow 
o Tamper 
o Supervisory 
o Pump Running 
o Phase Reversal 
o Power Loss 

UNDERGROUND FLAMMABLE/COMBUSTIBLE LIQUID STORAGE  

• An approved method of secondary containment shall be provided for underground tank systems, 
including tanks, piping, and related components. 

• Approved sampling tubes of a minimum of 6 inches in diameter shall be installed in the backfill material 

• The tubes shall extend from a point 12 inches below the average grade of the excavation to the ground 
level and shall be provided with suitable access caps 

• Each tank site shall have sampling sump at the corners of the excavation with a minimum of 4 sumps.  
Sampling tubes shall be placed in the product line excavation within 10 feet of the tank excavation and one 
every 50 feet routed along product lines toward the dispenser; a minimum of two are required. 

 

 

DETAILS 
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REMOTE FDC DETAIL 
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